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About Us
Started production in 1934 in Kayseri "AKDEMİR END. AMB. MAK. SAN. TIC. LTD. STI. "Successfully it serves 
to Turkish Industry. Organized Industrial Zone in its own 3500 m² open and 3000 m² closed area continues to 
work. Akdemir Machine Industry, also plastic about the last 30 years, has already made on special machines 
and specialized on the couch in the home textile sector and project design. With its complete technical 
equipment, machining machines and well-trained staff, it has proven its years of experience with numerous 
achievements.

Kayseri’de 1934 yılında imalata başlayan “AKDEMİR END. AMB. MAK. SAN. TİC. LTD. ŞTİ.” Türk Sanayiine 
başarı ile hizmet vermektedir. Organize Sanayi Bölgesindeki kendi yerinde 3500 m² açık ve 3000 m² kapalı 
alanda çalışmalarına devam etmektedir. Akdemir Makine Sanayi, ayrıca yaklaşık son 30 yıldır plastik, kanepe ve 
ev tekstili sektöründeki özel makineler üzerinde yaptığı proje ve tasarımlarıyla ihtisaslaşmış durumdadır. 
Eksiksiz teknik donanımı, talaşlı imalat makineleri ve mevcutta yer alan iyi eğitilmiş kadrosuyla yılların 
tecrübesini sayısız başarılara imza atarak kanıtlamıştır.



AK1100 THE ROLL SACK MACHINE WITH PERFORATOR 

*Kaynak kalitesi ve üretim hızı, ürünün mikron kalınlığına ve işlenecek malzemenin kalitesine bağlı olarak değişebilir. 
Welding quality and production speed can be changeable depending on the micron thickness of the product and the quality of the material to be processed.



AK1200 OVERSIZED SACK CUTTING MACHINE 

*Kaynak kalitesi ve üretim hızı, ürünün mikron kalınlığına ve işlenecek malzemenin kalitesine bağlı olarak değişebilir. 
Welding quality and production speed can be changeable depending on the micron thickness of the product and the quality of the material to be processed.



AK1300 THE ROLL SACK MACHINE WITH PERFORATOR 

*Kaynak kalitesi ve üretim hızı, ürünün mikron kalınlığına ve işlenecek malzemenin kalitesine bağlı olarak değişebilir. 
Welding quality and production speed can be changeable depending on the micron thickness of the product and the quality of the material to be processed.



AK1400 PERFORATED BOTTOM SEALED SHAFTLESS BAG ON ROLL 
MAKING MACHINE ( FULL AUTOMATIC )

*Kaynak kalitesi ve üretim hızı, ürünün mikron kalınlığına ve işlenecek malzemenin kalitesine bağlı olarak değişebilir. 
Welding quality and production speed can be changeable depending on the micron thickness of the product and the quality of the material to be processed.



AK1450 PERFORATED BOTTOM SEALED SHAFTLESS BAG ON ROLL 
MAKING MACHINE (SEMI - AUTOMATIC) 

*Kaynak kalitesi ve üretim hızı, ürünün mikron kalınlığına ve işlenecek malzemenin kalitesine bağlı olarak değişebilir. 
Welding quality and production speed can be changeable depending on the micron thickness of the product and the quality of the material to be processed.



AK1500 BUBBLE FILM BAG MAKING 
MACHINE WITH PERFORATOR 

Continuous Welding System 

Sürekli Kaynak Sistemi



AK1600 THE ROLL SACK MACHINE WITH PERFORATOR  
(AUTOMATIC LOADING SYSTEM )

*Kaynak kalitesi ve üretim hızı, ürünün mikron kalınlığına ve işlenecek malzemenin kalitesine bağlı olarak değişebilir. 
Welding quality and production speed can be changeable depending on the micron thickness of the product and the quality of the material to be processed.



AK1700 OVERSIZED SACK CUTTING MACHINE  
( AUTOMATIC LOADING SYSTEM )

*Kaynak kalitesi ve üretim hızı, ürünün mikron kalınlığına ve işlenecek malzemenin kalitesine bağlı olarak değişebilir. 
Welding quality and production speed can be changeable depending on the micron thickness of the product and the quality of the material to be processed.



AK1750 PERFORATED AND SINGLE CUTTING ROLL BAG MACHINE 
( AUTOMATIC LOADING SYSTEM ) 

*Kaynak kalitesi ve üretim hızı, ürünün mikron kalınlığına ve işlenecek malzemenin kalitesine bağlı olarak değişebilir. 
Welding quality and production speed can be changeable depending on the micron thickness of the product and the quality of the material to be processed.



AK1800 THE ROLL SACK MACHINE WITH PERFORATOR  
( AUTOMATIC LOADING SYSTEM ) 

*Kaynak kalitesi ve üretim hızı, ürünün mikron kalınlığına ve işlenecek malzemenin kalitesine bağlı olarak değişebilir. 
Welding quality and production speed can be changeable depending on the micron thickness of the product and the quality of the material to be processed.


